
Practical, easy and affordable

MF MEDIA FILTERS

CF CARTRIDGE FILTER

Features
• Contains a media bed to strain dirt and debris from pool water.

• Suitable for in ground and above ground pools.

• Light weight tank for easy installation.

• Multi-port valve with 6 settings for versatile operation
and simple cleaning.

• Easy valve removal for maintenance and servicing.

• Oil-filled pressure gauge for reliability, corrosion-resistance
and long service life.

• Barrel union connections enable easy service and
future replacement.

• High quality construction.

Warranty: 
10 Year Tank Warranty and 1 year warranty on multi-port valve and internal components, including O-rings, gaskets and Gauges.

Filtrite Nom  Tank  Valve  Filter  Max  6 Hours  8 Hours  Total  Total  Glass Glass  Compatible 
Model Size  Diam  Size  Area  Flow Turnover  Turnover  Sand  Glass   Course  Fine  Filtrite Pump

(inch) (mm) (mm) (sqm) (lpm) (litres) (litres) req’d  req’d type  type 
(kg) (kg) (kg) (kg)

MF21 21" 586 40 0.23 180 64,800 86,400 80 75 30 45 PE50 / PE75

MF25 25" 665 40 0.30 280 100,800 134,400 120 120 45 75 PE100 / PX100

Simple, compact and cost-effective.  

Features
• Suitable for all spas and most in-ground and modular swimming pools.

• Easy to clean and maintain.

• No backwashing required, minimising water wastage.

• Compact body can fit in tight spaces.

• Flexible plumbing configuration at either 90º or 180º.

• Built in automatic air-bleed system.

• Easy to remove locking lid and simple cartridge removal.

• Oil-filled pressure gauge for reliability, corrosion-resistance and long service life.

Warranty: 
5 Year Tank Warranty and 1 year warranty on the Filter Element, O-ring gaskets and gasket seals.

Filtrite  Nom Size  Tank  Max  Max  6 Hours  8 Hours  Compatible 
Model (Square  Height Flow  Pressure  Turnover  Turnover Filtrite

inch / m2)  (mm) rate (kpa) (litres)  (litres)  Pump

CF50 4.7  510 225 81,000 108,000 PE50 

CF75 7.0 510 290 300 104,400 139,200 PE50 / PE75  

CF100 9.4 710 375 135,000 180,000 PE75 / PE100 / PX100
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